MATERIAL SAFETY DATA SHEET
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Bronz-Glow Holdings
223 Marshside Drive
St. Augustine, FL 32080
CHEMTREC: 800-424-9300

SECTION [ - PRODUCT IDENTIFICATION

Product Name: Bronz-Glow Husky Coil Coat C-33 Touch up.
Chemical Familv: Resin / solvent blend

Latest Revision Date: 12403

SECTION Il - HAZARDOUS INGREDIENTS & OTHER COMPONENTS

Ingredient % by Weight Exposure limits CAS#
OSHAPEL  ACGIHTLY

Proprictary resin/solvent blend 10-30 not listed not listed

Hexane 10-30 25 100-54-3

Toluene - 1030 100 108-88-3

Isobutane/Propane Propellant blend S0-60 8OO 6R476-806-8

THIS PRODUCT MAY CONTAIN ONE OR MORE MATERIALS SUBJECT TO THE REPORTING REQUIREMENTS OF SECTION 313
OF THE EMERGENCY PLANNING AND COMMUNITY RIGHT-TO-KNOW ACTS OF 1986 AND OF 40 CFR 372. SEE SECTION X
FOR SPECIFIC MATERIALS

SECTION III - PHYSICAL DATA

Boiling Point: Specific Gravity (Water = 1):

68*C 0,750 85

Vapor Pressure: Percent Volatile By Wt

P.S.1.G. @ 70 Deg, F. = 25-35 = 00 %

Vapor Density (ATR = 1) Evaporation Rate (Ethyl Ether = 1):
NIA <]

Solubility in Water:

Non-soluble

Appearance/Qdor:
Green liquid with slight resin odor.

~continued-

SECTION IV - FIRE AND EXPLOSION HAZARD DATA







Stability: Conditions To Avoid:

Stable Strong oxidizing agents
Hazardous Decomposition roducts:

cO

Incompatibility:

Strong oxidizing agents

Hazardous Polvmerization: Conditions To Avoid:

Will not ocour

SECTION VII - PRECAUTIONS FOR SAFE HANDLING AND USE

teps Taken I Material 1s Rel Or Spilled:
Wipe or mop up spilled product. Large spills improbable because of container sive.

Waste Disposal Method:

Do not puncture or incinerate acrosol containers. Observe all local, state, and Federal regulations,

tions To Be Tak ndli ing:
Contents under pressure. Do not store at temperatures exceeding 120 Deg. F. Keep out of reach of children.

SECTION VTII - SPECIAL PROTECTION INFORMATION

Respiratory Protection:
None required if maintained below TLY.

WVentilation:
Sufficicnt 1o mainiain below TLY.

Protective Gloves:
Meoprene

Eye Protection:
Safety Glasses with splash-proof side shields.

Other Protective Clothing And Equipment;
NFA

-continued-

SECTION IX - SPECIAL PRECAUTIONS




Flginmghi;iix Classification: Extremely-Flammable acrosol per ASTM D-3065-77 Flame Extension Test.

h Point: Flammable Limits: LEL: UEL:
Concentrate Portion: -95*C Not est. Not est.
Propellant Portion only: Minus (-) 156 Deg, F.

Special Fire Fighting Procedures:

Keep aerosol containers cooled with water fog to prevent bursting,

Extinguishing Media:
Foam, CO 2, Dry Chemical

n ire and E» i =
Exposure of acrosol cans to temperatures exceeding 120 Deg. F. may cause bursting.

SECTION V - HEALTH HAZARD DATA

Primary Route(s) of Entry:

Inhalation 7 yes Dermal 7 yes Ingestion ! ves

Effects of Overexposure:

SKIN: Can causc redness, irritation upon prolonged contact.

EYES: Vapor and liquid can be mildly irritating upon contact.

INHALATION: May cause mild irritation to the nose, throat, and respiratory tract. Excessive overexposure may result in central nervous
syslem depression,

INGESTION: Gastrointestinal irritation, nausea,

Carcinogenicity: NTP?___ _no IARC 7 no OSHA 7 no
Medical Conditions Generall Bv Ex :
Not known

Emergency and First Aid Procedures:

EYES: Flush with liberal amounts of water for 15 minutes. Consult Physician if irritation persists.

SKIN: Wash thoroughly with soap and water.

INGESTION: Do not induce vomiting. Get medical treatment immediately.

INHALATION: Remove victim to fresh air and provide oxygen if breathing is difficult. Get medical attention.
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SECTION VI - REACTIVITY DATA




