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BronzGlow:  MATERIAL SAFETY DATA SHEET

NOTE: BLANK SPACES ARE NOT PERMITTED. [F ANY ITEM IS NOT APPLICABLE, THE SPACE MUST BE MARKED TO INDICATE THAT, |

IDENTITY PART NO.

{As shown on Label or package) HLF-815 HUSKY COIL COAT IF APPLICABLE
SECTIONT

MANUFACTURER'S EMERGENCY

NAME Formulated for Brone-Glow Holdings PHONE No. |-800-124-9300
ADDRESS (NUMBER, STREET, CITY, STATE AND Z1I" CODE) REVISION # 0003

PO, Box 128

MANUFACTURER'S PHONE

5L Augustine, F1. 32085 No. FOR INFORMATION 1-904-471-8104 or 1-763-T85-2136
DATE MSDS

WAS PREPARED  August 1, 2002

SECTION 11 - HAZARDOUS INGREDIENTS INFORMATION. All Health Hazards which comprise 1% or greater of the com position and all
carcinagens if 1.1%5 of the composition or ereater.

HAZARDOUS COMPONENTS CHEMICAL and e WL CAS NO, O5HA ACGIH OTHER LIMITS
IDENTITY AND COMMON NAME (5) (OFTHONAL)Y PEL TLY RECOMMEND

Vil & P Naphtha 34.9 64742.59-8 300 ppm 300 ppm Mane

Hexane 148 110-54-3 500 ppm S ppm Mone

Nvlene 12.% 1330-20-7 100 ppm 100 ppm Mong

Agetone .1 67141 LiR ppm 500 ppm Nane

Ethyl Benzene 3.1 100414 104 ppem 1(Hppm MNong

Silica= Amorphous, Fumed 1.6 1126945-52-5 Smp/m’ 1mg'm' respirable

SECTION T - PHYSICAL / CHEMICAL CHARACUTERISTICS

BOILING Specific Gravity (Ha0 =1) APPROXIMATE WEIGHT PER GALLON (LBS)
POINT 133 - 286°F 0.79- 0.81 gfp-ch
VAPOR PRESSURE VAPOR DENSITY EVAPORATION RATE
186 mmile @ 20°C {AIR = 1) Heavier than amr {(BUTYL ACETATE =13 = 1.0
SOLUBILITY IN WATER %% VOLATILE  65.6% OTHER
Inaoluble VOO LBS/GAL 43 (IF ANY) Nong
APPEARANCE

AND ONOR Various Colors. Honev Like Subatance - Charactormtie Odor
SECTION IV-FIRE AN EXPLOSION HAZARD DATA

FLASH POINT - 100 °F FLAMMABLE LIMITS LEL UEL
(METHOD USED) TCC 0.9-128 0.9 128
EXTINGUISIIING

MEDLA Carbon Dioxade, Dry Chemical, or Foam

SPECIAL FIRE Self contained breathing apparatus with a full face picce, operated in pressure demand of ather positive

FIGHTING pressure mods

PROCEDNRES

UNLUSUAL FIRE AND This material is Mammable and may be ignited by heat, sparks, flame or static electricity.
EXPLOSION HAZARDS

HAZARDOUS FRODUCTS FORMED HY

FIRE OR THERMAL DECOAMPOSITION  Carbon Dioxide and‘or Carben Monoxide.

EXPLOSIVE LIMITS

(e BY VOLUME IN AIR) 0.9-123

SECTION V - OPTIONAL HAZARD RATINGS IDENTIFICATION
HAZARD HATING National Fire Protection Association (NFPA)
+EXTREME
J-HIGTH FIRE _ 3 REACTIVITY _0
MODERATE
1-SLIGHT

(- INSIGNIFICANT HEALTH ___ 2 SPECIAL HAZARDS __NMone ., °
sSEE SECTION IV
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