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Set Up and Use of 

Bronz -Glowõs 

Contractor Canister 

Coating  System  

 

STORAGE & DISPOSAL 
 

If canister is not empty, be sure that valve is 

closed securely.  Remove hose and gun from 

canister. If canister is empty, open valve to 

allow gases to escape. Once emptied, dispose 

of in accordance with all local, state, and fed-

eral laws and regulations. 

CLEAN -UP 
 

Hose and gun are designed for repeated use. 

Proper cleaning will maintain them for reuse. 

Turn off valve at top of canister. Spray re-

maining coating from gun and hose on to coil 

to reduce waste. Remove hose from canister 

and attach to Flush Kit canister. Open valve 

and flush  for 60 seconds. Close valve and  

spray remaining fluids into a bucket of cat 

litter. Allow to dry before disposal. 

SAFETY:  
 

¶ Be sure you are in a well ventilated 

area 

 

¶ Unit should be turned off at the 

breaker and disassembled prior to 

coating. 

 

¶ Protective eyewear, gloves and a car-

bon filtered mask should be worn dur-

ing  use 

 

¶ All surfaces not being coated should 

be covered or taped off 

 

¶ Do not operate near an open flame 

 

¶ Use not recommended in temperatures 

below 50º F 

 

¶ Do not store in temperatures above 

120º F 

   

TOOLS & MATERIALS         

REQUIRED:  
 

¶ 5/8ò wrench 

¶ 3/4ò wrench 

¶ Masking tape 

¶ Plastic  

¶ Gloves 

¶ Carbon filtered mask 

¶ Protective eyewear 

¶ Bucket with cat litter 

 

Canister Product Line 
 

Husky Green Fin 

SPC-Clear Coat 

Insul-Coat 

Bronz-Glow Line Flush 

Husky 300 Primer 

Sea Coast 

Component Coat 
 

 



SET-UP 
 

Canister, standard gun 

and     6ô hose. (other 

hose lengths and ac-

cessories available 

through  your supplier) 
 

Hand tighten smaller 

hose end to canister. 

Use 5/8ò wrench to 

fully tighten canister. 

APPLICATION  
 

1 coat of primer is recommended prior to ap-

plying coil coating. (Also available in canister) 

 

Hold  gun  perpendicular and 2-4ò from sur-

face of coil. (12ò if coating unit housing) 

 

Spray in a slow, steady motion horizontally 

between the coil rows. Repeat with two more 

coats, spraying up at a 45º angle & down at a  

45º angle. Finish with one coat vertically, 6-8ò 

away to build up coating on fin edges. 

 

Headers and copper tubing should require 2 to 

3 coats. Always allow coating to dry between 

coats. (10-30 minutes) 

 

Open valve fully at 

top of canister, check-

ing for any leaks. 

Attach standard gun 

to large end of hose. 

Hand tighten, using a 

3/4ò wrench to fully 

tighten. 

Coil Rows 

Fan 

should 

spray  

between 

rows 

Trigger Lock  

PREP 
 

Evaporator coils should be removed and/or dis-

assembled prior to coating when possible. Con-

denser coils can be sprayed in unit. 

 

For best results, clean coil with a Bronz-Glow 

coil cleaner or equivalent to remove debris.  

 

Mask off all areas of coil that are not to be 

coated. 

 

Turn gun trigger lock counter clockwise 1 to 2  

full rotations.  


